
Metal J-Trim #400 (M400 Series)
Metal Trim

Metal J-Trims are strong, reveal-type galvanized steel casings that provide maximum protection and neat

finished edges to drywall terminations around door and window openings. Metal J-Trims also deliver a

clean trim line at intersections or where gypsum panels abut dissimilar surfaces such as columns and

window mullions. Hemmed-edges allow for quick installation and do not require joint compound for

finishing.

Product Data & Ordering Information

Materials: 0.012 min thickness, G30 galvanized

Dimensions: 1" leg x Width x 1/2" leg

Product Code Width Length Wt./Ctn. Pcs./Ctn.

M400 3/8" 8' 36 lbs 50

M400 3/8" 10' 45 lbs 50

M401 1/2" 8' 36 lbs 50

M401 1/2" 10' 45 lbs 50

M402 5/8" 8' 36 lbs 50

M402 5/8" 10' 45 lbs 50

Code Approvals & Performance Standards

ASTM C1047 Standard Specification for Accessories for Gypsum Wallboard and Gypsum Veneer
Base
SDS For ASTM A653 Steel Finishing Products  For Interior Finishing and Exterior Finishing

Storage

All stored materials shall be kept dry. Materials shall be stacked off the ground, supported on a level

platform, and protected from the weather.

Requires no joint compound
Galvanized for corrosion protection
Hemmed edges for quick installation

Product Submittal Sheet
Technical Services: 888-437-3244, Engineering Services: 877-832-3206, Sales 800-543-7140

Drywall 09.22.00 (Support for Plaster & Gypsum Board)

Metal J-Trim #400 (M400 Series) The technical content of this literature is effective 11/29/23 and supersedes all previous information.

https://www.astm.org/catalogsearch/result/?q=c1047
https://www.clarkdietrich.com/sites/default/files/media/documents/CD_SDS-Steel_A653.pdf
https://www.clarkdietrich.com
https://www.clarkdietrich.com/node/269

